
Easy and quick volume control 
for operators

4 analog outputs of MATRIX-A8 
are used for 4 separate zones 
with volume controlled from the 
lobby (RVC-1000). Two 
additional line out come from the 
RVA-200 remote controller using 
digital connection from the 
MATRIX-A8. It feeds the bar 
area where RVA-200 remote can 
be replaced by RIO-200 In/Out 
interface for DJ show or Karaoke 
session.
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Simple multi-audio service 
and distribution

6 zones including 8 audio 
signal paths are individually 
processed by MATRIX-A8. 

Remote boxes are daisy 
chained, including RIO-200  I/O 
for mic and line signal directly 
operated by a local user in the 
meeting room. Paging and 
volume for every zone are 
controlled from the reception.
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Personal audio service

Hotel guests can plug 
MP3/cell phone into RIO-
200 and control sound 
volume with RVC-1000 as 
well as TV, in the main 
room, bathroom and 
restroom. Hotel program 
and vocal message are 
distributed from a Dante 
connection via LAN.
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Control up to 12 
independent zones with a 
single MATRIX-A8

MATRIX-A8 feeds 2 x 4 
analog inputs of 70/100 V 
amplifiers. Each amplifier 
offers 4 individual lines of 
high impedance speakers 
broadcasting BGM program 
in separate zones. For more 
zones, 4 additional OUT are 
available by using 2 x RIO-
200 controllers and their 2 
channel analog outputs. 
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Simple installation with ambiance 
control

The 4 zone volumes are individually 
controlled from the office or from the 
counter with stereo or mono signals. 
MATRIX-A8 is equipped with an 
optional Dante card to get the BGM 
programs from a music server. The 
computer can be used for the 
MATRIX-A8 Editor as well.
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Flexible sound control

Volume in 4 zones can be 
controlled from the lobby by 
remote RVC-1000. 

In Aerobics Rooms, 
instructors can play dedicated 
music via MP3 player 
connected to RIO-200 
input/output. Volume is 
controlled with a specific 
RVC-1000 device.
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Large installation through LAN 
contro l

For all gate areas, priority 
announcements come from a 
Dante network through LAN. Every 
gate can broadcast its local 
message with individual volume 
control in 4 different zones, or 
more (up to 8).

Expandability of the system is 
quite easy. Every new installed 
gate used the same device pack, 
without any limit in the number of 
MATRIX-A8.
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